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TOBIN Consulting Engineers were appointed by Galway County Council (GCC) to undertake a
Flood Risk Assessment (FRA) for the construction of a new Fire Station at Prospect, Athenry,
Co. Galway.
Figure 1-1 shows the location of the subject site to the south-east of Athenry town centre. The
0.7ha greenfield site has existing ground levels ranging from approximately 40.2mOD along the
northern site border adjacent to the railway, sloping steadily through the site to 37.2mOD
before rising again to approximately 39.5mOD at the eastern corner of the site bordering
Prospect.
A topographical survey of the proposed development site is provided in Appendix 1.
The River Clarin (also known as the Clarinbridge River) flows through Athenry, with several
small tributaries flowing to the main watercourse. The River Clarin itself is the closest
watercourse to the site location, approximately 575m northeast of the site.
The purpose of this report is to communicate any potential flood risks to people and future
development at the site.

Proposed
Development Area

1

This Strategic Flood Risk Assessment was carried out in accordance with the following flood risk
management guidance documents:
The Planning System and Flood Risk Management Guidelines for Planning Authorities
Flood Risk Management Climate Change Sectoral Adaptation Plan
Galway County Development Plan
Athenry Local Area Plan

The Planning System and Flood Risk Management Guidelines for Planning Authorities (PSFRM
Guidelines) were published in 2009 by the Office of Public Works (OPW) and Department of
the Environment, Heritage and Local Government (DoEHLG). Their aim is to ensure that flood
risk is considered in development proposals and the assessment of planning applications.

The PSFRM Guidelines discuss flood risk in terms of flood zones A, B, and C, which correspond
to areas of high, medium, or low probability of flooding, respectively. The extents of each flood
zone are based on the Annual Exceedance Probability (AEP) of various flood events.
The PSFRM Guidelines also categorise different types of development into three vulnerability
classes based on their sensitivity to flooding. Garda, fire and ambulance stations are considered
highly vulnerable and are required to be operational during flooding.
Table 2-1 shows a decision matrix that indicates which types of development are appropriate in
each flood zone and when the Justification Test (see Section 2.1.2) must be satisfied. The annual
exceedance probabilities used to define each flood zone are also provided.

A
(High)
B
(Medium)

Fluvial & Pluvial Flooding
More frequent than 1% AEP
Fluvial & Pluvial Flooding
0.1% to 1% AEP

Justification
Test
Justification
Test

Justification
Test

Appropriate

Appropriate

Appropriate

C
Fluvial & Pluvial Flooding
Appropriate
Appropriate
Appropriate
(Low)
Less frequent than 0.1% AEP
Note: Given that coastal flooding is not a potential source of risk to the proposed development, the
probabilities for coastal flooding have been omitted from this table.
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Any proposed development being considered in an inappropriate flood zone (as determined by
Table 2-1) must satisfy the criteria of the Justification Test outlined in Figure 2-1 (taken from
the PSFRM Guidelines).
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The Flood Risk Management Climate Change Sectoral Adaptation Plan was published in 2019
under the National Adaptation Framework and Climate Action Plan. This plan outlines the
OPW s approach to climate change adaptation in terms of flood risk management.
This approach is based on a current understanding of the potential impacts of climate change on
flooding and flood risk. Research has shown that climate change is likely to worsen flooding
through more extreme rainfall patterns, more severe river flows, and rising mean sea levels.
To account for these changes, the Adaptation Plan presents two future flood risk scenarios to
consider when assessing flood risk:
Mid-Range Future Scenario (MRFS)
High-End Future Scenario (HEFS)
Table 2-2 indicates the allowances that should be added to estimates of extreme rainfall depths,
peak flood flows, and mean sea levels for the future scenarios.

Extreme Rainfall Depths
Peak River Flood Flows
Mean Sea Level Rise

+ 20%
+ 20%
+ 0.5 m

+ 30%
+ 30%
+1m
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The current Galway County Development Plan provides a strategic framework for planning and
sustainable development in Co. Galway for 2014 to 2020. Chapter 8 outlines Galway County
Council s strategy for the management of Climate Change & Flooding, with Sections 8.6 and 8.7
outlining County Policies for effective flood risk management, setting out the following key
objectives:
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The current Athenry Local Area Plan (LAP) for 2012 to 2022 details the planning strategy and
land use zoning to guide sustainable development in Athenry. The LAP cites flooding as a key
consideration in development of the plan and land use zoning for Athenry.
The LAP sets forth seven (7) Development Strategy Objectives, with Objective DS7 guiding
Flood Risk Management and Assessment, as follows:
Ensure that proposals for new developments located within identified or potential
flood risk areas, or which may exacerbate the risk of flooding elsewhere, are
assessed in accordance with the provisions of the Flood Risk Management
Guidelines 2009 (or any updated/superseding document) and the relevant policies
and objectives in this Plan.
The LAP and relevant flood mapping have been compiled based upon the OPW Preliminary
Flood Risk Assessment (PFRA), and the Galway County Council and specific Athenry Plan Area
A Strategic Flood Risk Assessments (SFRAs), with mapping validated by Athenry flood records.

Figure 2-3 shows an excerpt of Athenry LAP 2012 Map 3B, including flood zone and indicative
pluvial flood mapping for Athenry Town Centre. This mapping indicates the site is located in
flood zone C, and is not at risk during a 0.1% AEP fluvial or pluvial flood event.
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The OPW s National Flood Information Portal1 provides past flood event mapping with records
of flooding reports, meeting minutes, photos, and/or hydrometric data.
Based on the flood map shown in Figure 3-1, recurring flooding is noted approximately 650m
southeast of the proposed development site (Flood ID: 1903 Clarin R348 bridge Athenry
Recurring). Meeting minutes from a 2005 meeting with the Electoral Engineer reports the River
Clarin annually overflows its banks in this location following heavy rain, noting the R348 road is
liable to flood2.
No historical flooding has been identified at the proposed development site.

Proposed
Development Area

Approx.
650m

Flood ID:
1903

1

floodinfo.ie
2

Galway County Council Oral Report- Loughrea Electoral Engineer (10 th May 2005)
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In 2015, the OPW produced flood maps1 as part of the Catchment Flood Risk Assessment and
Management (CFRAM) Study. The flood extents in these maps are based on detailed modelling
of Areas for Further Assessment identified by the National Preliminary Flood Risk Assessment.
CFRAM mapping of existing flood extents, presented in Figure 3-2, indicates the development
is not at risk of flooding from the River Clarin or its tributaries during a 0.1% AEP fluvial flood
event. The subject site is located in Flood Zone C.
Water surface levels for the 0.1% and 1% AEP fluvial event are estimated as 27.93mOD and
27.42mOD3, respectively, in the adjacent floodplain. The subject site (ground elevations
37.2mOd to 40.2mOD) is over 10m above the estimated 0.1% AEP flood level in the Clarin River.

The Western CFRAM study also included an assessment of the likely impact of climate change
on flood risk in the area. The flood extents for a Mid-Range Future Scenario are shown in Figure
3-3. Based on the findings of the study the proposed fire station is not at risk of flooding during
a 0.1% AEP MRFS fluvial flood event.

3

Western CFRAM Study Map No: W29ATH_EXFCD_F2_05 (October 2016)
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In 2009 the OPW produced a series of maps to assist in the development of a Preliminary Flood
Risk Assessment (PFRA) throughout the country. The indicative flood mapping was included in
the Athenry Local Area Plan, see Figure 2-3.
The PFRA study indicates that subject site is not at risk of fluvial/pluvial/groundwater/coastal
flooding during a 0.1% AEP event.
It should be noted that

The results of the CFRAM study (discussed in Section 3.2) are considered more accurate than
the PFRA study as it is based on more detailed surveyed information.
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The National Preliminary Flood Risk Assessment (PFRA) Overview Report, OPW (March 2012)
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The Geological Survey Ireland (GSI) provides mapping5 with data related to Ireland s subsurface.
Based on the map shown in Figure 3-4, there are two karst features (caves, springs, turloughs,
etc.) in the surrounding 1km area: a pair of swallow holes approximately 850m to the northeast,
and 950m to the south. Outside of this radius, a series of enclosed depressions are located
approximately 1.7km to the northwest, while the nearest spring is located 2.0km to the
southwest.
Due to the topography in the area any groundwater arising at these features would drain
towards the Clarin River. There are no depressions at the proposed Fire Station site in which
groundwater could pond.

Approx.
1.7km

Approx.
850m

Approx.
950m
Approx.
2.0km

5

https://www.gsi.ie/en-ie/data-and-maps/Pages/default.aspx
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The PSFRM Guidelines classify fire stations as highly vulnerable in terms of sensitivity to
flooding. Such facilities are required to be operational during a flood event. As such, the
proposed development should be constructed in flood zone C where there is less than a 0.1%
Annual Exceedance Probability (AEP) of pluvial and fluvial flooding.
A Mid-Range Future Scenario (MRFS) has also been considered as part of this assessment to
allow for the likely effects of climate change.

Based on the indicative pluvial flood mapping presented in the Athenry Local Area Plan 2012, it
is estimated that the subject site is not at risk from pluvial flooding during an extreme 0.1% AEP
pluvial flood event (see Figure 2-3).
The landscaping and topography of the developed site will provide safe exceedance flow paths
and prevent surface water ponding to minimise residual risks associated with an extreme flood
event or a scenario where the stormwater drainage system becomes blocked.
Surface water arising at the site will be managed by a dedicated stormwater drainage system
designed in accordance with Sustainable Drainage Systems (SuDS) principles, limiting discharge
from the site to greenfield runoff rates.

There are no historical flood reports in the vicinity of the subject site.
Based on previous flood studies for the area completed by the OPW (CFRAM and PFRA), the
proposed development site is not at risk of flooding from the River Clarin or its tributaries during
a 0.1% AEP MRFS fluvial flood event (see Figure 3-3).
The site itself is located more than 500m from the nearest watercourse and is approximately
10m above the estimated 0.1% AEP flood level.
The development includes a stormwater management system which will limit the discharge of
surface water from the site to greenfield rate in accordance with SUDS. The development will
therefore not contribute an increase in flood risk elsewhere.
Therefore, it is estimated that the risk of fluvial flooding associated with the proposed fire
station is minimal.

Based on Geological Survey Ireland (GSI) subsurface mapping, there are no karst features
(caves, springs, turloughs, etc.) of concern to the proposed site location (see Figure 3-4).
Therefore, the proposed development at the site is not estimated to be at risk of groundwater
flooding.
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Given that site elevations are in the region of 38mOD, and the site location s distance inland, it
is estimated that the development is not at risk of coastal flooding.

Based on the findings of this assessment, the proposed fire station is appropriately located in
Flood Zone C. The Justification test therefore does not apply.
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TOBIN Consulting Engineers were appointed by Galway Galway County Council (GCC) to
undertake a Flood Risk Assessment (FRA) for their proposed Fire Station at Prospect, Athenry,
Co. Galway for development of a proposed fire station.
The Planning System and Flood Risk Management (PSFRM) Guidelines (OPW/DoEHLG, 2009)
classify fire stations as highly vulnerable in terms of their sensitivity to flooding. The proposed
development should therefore be built in Flood Zone C, where there is less than a 0.1% Annual
Exceedance Probability (AEP) of flooding.
Pluvial Flooding:
Based on the results of pluvial modelling by HR Wallingford as part of the OPW s PFRA study,
the subject site is not at risk of pluvial flooding. The site is located in Pluvial Flood Zone C.
Surface water arising at the site will be managed by a dedicated stormwater drainage system
designed in accordance with SuDS limiting discharge from the site to greenfield runoff rates. On
this basis, it is predicted that the development of the site will not increase the risk of flooding
elsewhere in the catchment.
The landscaping and topography of the site will provide safe exceedance flow paths and prevent
surface water ponding to minimise residual risks associated with extreme flooding or blockage
of the stormwater drainage system.
It is therefore estimated that the risk of pluvial flooding associated with the proposed fire
station is minimal.
Fluvial Flooding:
Based on previous flood studies in the area by the OPW (CFRAM and PFRA), it is estimated that
the proposed development site is not at risk of fluvial flooding from the River Clarin or its
tributaries. The subject site is over 10m higher than the estimated 0.1% AEP flood level in the
nearby river.
The risk of fluvial flooding associated with the proposed fire station is minimal.
Groundwater Flooding:
There is no evidence to suggest groundwater as a potential source of flood risk to the proposed
development site.
Coastal/Tidal Flooding:
The site is not at risk of coastal flooding due to its elevation and distance inland.

Based on the results of this Flood Risk Assessment, the proposed Fire Station is appropriately
located in Flood Zone C.

13

191-F Topographical Survey
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