IC

-~
N
R

RWP SVP

‘ 19

-~

\
— VINYL
LOOR FINISH

SINKS &
STORAGE

LIFT

\
\
oA

+83.765  \
¢ GL |

\
|

9
MULTI-PURPOSE SPACE

71

{

DILE | F\\/\FI S

NDING \ A

D L C C L L C

0
.
1
1
1
1
1

| |
I I
I z > I
I

o

NEW OPE IN EXISTING

MEZZANINE LEVEL

WALL TO CONNECT|TO

F-01
B

(STH1)
MAIN

STAIRS

XISTING TERRAZZD

E
STI\IDQ FINHCSH TO
B

TAINS TTNTOTT 1O

E CLEANED

w0 |

EXISTING STAIRS BALUSTRADE
TO BE REMOVED AND REPLACED
WITH COMPLIANT DESIGN

EXTRACT AT
BACK OF STAG
ZONE

6950

20970

3

3920

12625

1275

&
200

S

|

20N
S8R

288

]

20N
SN

I~aY
JU

~ A~ AN~ A

|
u

@

=%

|

|

DDD@

|
|

[0

N

1050

i p—

s
m

-

8440

SENEVEEE
O NATT

2909 | 1081 | 1253 | 1059 | 1220 | 1100 | 1199 | 1080 | 1220 | 3367
7 7 7 7 7 7 7 7 7

ONTROL R

SR\

/

AN

8

Q@DD@
/

SEENS

SRR
SEEEE
SRR
SREEE

D
|
o
L/

|
|
|
|

L g

8
8
N
8

FWL\WWWWT

JEEEEETEENE

—

||
8
8
||
|

OID"TO ENTRANCE LOBBY BELOW

1220

|

1080

1210

-

070 q{ 1220

1070

|

1230

L 1060 L
7 7

2940

1526 L 2926 L
7 7

1266

3252

1060 |

L

A

1222
9851

L

1080

L

3236

33167

MEZZANINE FLOOR PLAN - PROPOSED

1:50 @AT

cl

WALL TYPE LEGEND

ORIGINAL STONE WALLS WITH
INTERTNAL WALL INSULATION TO
_ INSIDE FACE

EXTERNAL WALLS TO NEW ANNEX -
RENDERED BLOCKWORK,
INSULATED, CAVITY WALL WITH
INTERNAL DRYLING

NEW INTERNAL BLOCKWORK
PARTITIONS

NEW INTERNAL STUD PARTITIONS

OUTLINE WORKS SPECIFICATION

EXISTING MAIN BUILDING FLOOR:

BREAK OUT AND REMOVE SLOPED FLOOR TO
MAKE LEVEL.

EXISTING FLOOR TILES CONTAIN ASBESTOS TO
BE REMOVED BY SPECIALIST CONTRACTOR
ONLY: REFER TO PG 18 IN ASBESTOS REPORT

NEW GROUND FLOOR CONSTRUCTION:

150mm THICK REINFORCED CONCRETE SLAB ON
DPM RADON MEMBRANNE ON SAND BLINDING ON
COMPACTED HARDCORE. 75MM THICK SCREED
WITH UNDER-FLOOR HEATING SYSTEM ON 120mm
THICK INSULATION OVER CONCRETE SLAB.

MAIN BUILDING ENTRANCE LOBBY FLOOR:
EXISTING TERRAZZO FLOOR FINISH TO BE
RETAINED AND PROTECTED

MAIN BUILDING INTERNAL WALL FACE:

REMOVE EXISTING HISTORIC DRY-LINING SYSTEM
TO INTERNAL FACE OF WALLS

REMOVE PANELING TO DADO LEVEL

REMOVE EXISTING CURTAINS/DRAPES

ONCE HISTORIC DRY-LINING IS REMOVED,
LEVELING COAT OF LIME RENDER APPLIED, ISOVER
OPTIMA (OR E.A) INSULATED DRY-LINING SYSTEM
AND DIFFUSABLE MEMBRANE INSTALLED

MAIN BUILDING EXISTING CEILINGS GROUND FLOOR:
REMOVE EXISTING CEILING & CORNICE TO MAIN HALL.
CEILING PANELS CONTAIN ASBESTOS. REMOVAL &
DISPOSAL BY LICENCED SUBCONTRACTOR ONLY
REFER TO PG 17 IN ASBESTOS REPORT.

INSTALL NEW FIRE-RATED PLASTERBOARD CEILING
TO AUDITORIUM.

MAIN BUILDING FIRST FLOOR:

EXISTING TIMBER FLOOR BOARDS TO BE
SALVAGED AND REUSED AS FAR AS PRACTICABLE.
FLOOR BOARDS LAID ON SOUND INSULATING
LAYER ON TIMBER SHEETS ON EXISTING FLOOR
STRUCTURE.

MAIN BUILDING EXISTING CEILINGS FIRST FLOOR:
REMOVE EXISTING CEILING & CORNICE TO MAIN HALL.
EXISTING METAL ROOF TRUSSES TO BE RENOVATED
AND EXPOSED.

MAIN BUILDING ROOF:

EXISTING NATURAL SLATES TO BE REMOVED AND
SALVAGED WHERE POSSIBLE. NEW ROOF SLATES
TO BE INSTALLED, AIR AND WIND-TIGHT
MEMBRANES & INSULATION TO BE INSTALLED
ABOVE EXISTING SARKING BOARDS AND BETWEEN
PURLINS.

MAIN STAIRS:
EXISTING STAIRS BALUSTRADE TO BE REMOVED
AND REPLACED WITH COMPLIANT DESIGN

EXISTING ANNEX BUILDING TO BE
DEMOLISHED. NEW ANNEX BUILDING TO BE
CONSTRUCTED
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